
Prowise All-in-One PC G3

The Prowise All-in-One PC is a computer and a tablet.

The device is flexible and versatile and can be used in

any situation in the classroom. You can use the device

to support direct instructions, give students group

assignments or let them work independently.

Product Numbers

All-in-One PC G3 Pentium All-in-One PC G3 - i5 Business

PW.1.33004.0013 PW.1.33004.0014

Specifications

Specifications Pentium i5 Business

Operating system Windows 11 - Pro for Education Windows 11 - Pro for Education

Processor Intel® Pentium® Processor 8505 Intel® Core™ i5-1240P

Graphics Intel® UHD Graphics for 12th Gen
Intel® Processors

Intel® Iris® Xe Graphics eligible

Screen 21.5” IPS screen 16:9 / 1920 x 1080
(glare)

21.5” IPS screen 16:9 / 1920 x 1080
(glare)

Touch 10-point Capacitive Multi-Touch 10-point Capacitive Multi-Touch

Memory 4 GB, DDR4L 2400 MHz 8 GB, DDR4L 2666 MHz

Storage 128G M.2 SSD 256G M.2 SSD

Camera Full HD 1080p (2.0 MP) Full HD 1080p (2.0 MP)

Sound 2 x 4W 2 x 4W

Microphone Yes, Microphone Array Yes, Microphone Array

Wireless
connectivity

Intel® AX201 a/b/g/n/ac (2.4 GHz and
5 GHz)

Intel® AX201 a/b/g/n/ac (2.4 GHz
and 5 GHz)
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Wired
connectivity

Intel 10/100/1000 Mbps, RJ-45 Intel 10/100/1000 Mbps, RJ-45

Input/output 2 x USB-C met USB4 /
Thunderbolt 4
4 x USB 3.0
1 x HDMI 2.0 out
1 x Mic in/Audio out

2 x USB-C met USB4 /
Thunderbolt 4
4 x USB 3.0
1 x HDMI 2.0 out
1 x Mic in/Audio out

Battery Built-in 6300mAh battery (Up to 6
hours of continuous use)

Built-in 6300mAh battery (Up to 6
hours of continuous use)

Vesa standard VESA 100 x 100 mm VESA 100 x 100 mm

Weight 5.2 kg / 11.46 lbs 5.3 kg / 11.68 lbs

Dimensions 527 x 349.8 x 32.6 mm / 20,75” x 13,77”
x 1.28”

527 x 349.8 x 32.6 mm  / 20,75” x
13,77” x 1.28”

Accessoires AC Adapter, Quick Start Guide & Safety
Instructions

AC Adapter, Quick Start Guide &
Safety Instructions

Certifications CE-NB, RoHS CE-NB, RoHS

Warranty 1 years 1 years
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